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ABSTRACT 

 

The thesis is devoted to the development and introduction of new 

complication control methods in strata-well system in off-shore oil fields. 

The urgency of a thesis is presented in the introduction. 

The first part of the thesis provides an overview and analysis of the 

literature on complications in the reservoir-well system in offshore oil 

fields. The analysis identifies shortcomings in researches and shows the 

need to continue the new methods in this field. 

In the second part of the thesis the theoretical and research ways of 

new complication control methods development in the reservoir-well sys-

tem have been considered. Here was developed the definition of bottom 

hole zone permeability test using skin factor and the application of "NSA-

1" reagent developed in the research for in-place permeability restoration. 

The followings have also been developed here: a new ARPD (asphal-

tene-resin-paraffin deposits) control composition for tubing inner face coat-

ing, the new magnesium-base cement grout for Squeeze cementing and 

placing of cement plug in flowing wells, thermo-chemical stimulation of 

new composition onto bottom-hole zone, prediction of changes within bot-

tom-hole zone, active oil calculations. 

The third part is devoted to the introduction of the developed tech-

niques on the SOCAR enterprises and appraisal of results. 

For this purpose modern mathematic-statistic methods were applied 

while investigation well selection. For bottom-hole zone permeability resto-

ration there have been realized measures using "NSA-1" reagent in the well 

N2136 of Offshore fixed platform - 4, field ''Guneshli", where daily pro-

duction increased by 4-5 cubic meter. New ARPD control composition for 

tubing inner face coating was applied in well 414, OGPD named after 

N.Narimanov, which in its turn resulted in 11787 manat of economic effect.  
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i~iN UMUMi XARAKTERiSTiKASI 

isin aktualhga. Azarbaycan Dovlat Neft Sirkati, neft hasilatmt arttrmaq 

maqsadi ila yeni quyulann qaz1lmas1 ila yana~t, uzun mi.iddat istismarda olan 

yataqlarda mi.itar~qqi i.isullann t~dbiq edilmasi ii~ barabar yeni i.isullann 

i~lanm~sini neft<;ilar qar~tsmda qoymu~dur. 

M~lumdur ki, neftcr1xarmada apar1lan ;:isas t~dqiqat i~fari quyularm 

istisman v~ mdhsulun i;1xanlmas1 zamarn mi.irdkkabla~m~larin ba~ vermasinin 

dvvalc~ddn proqnozla~dmlmas1 ild yana~1. hamin mi.irdkkabld~malarin aradan 

qaldmlmas1 i.ii;i.in yeni i.isullarm i~fanmasi va tadbiq edilmdsinin texnika vd 

texnologiyasmm verilmdsidir. Bel~ mi.irdkkdbla~malar lay-quyu sistemindd va 

qaldmc1 lift borulannda ba~ verir ki, bu da ncftin maya ddy~rinin artmasma 

gatirib cr1xanr, ba~qa sozla yatagm layih~ i.izra i~lamd miiddatini uzatmaqla 

barabdr har ton neftin i;1xar1lmasma crakilan xarcldrin artmasma sabab olur. 

Omumiyyatla neft~1xarmada ba~ veran dsas miir~kbbl;J~ma!;Jr laydan 

quyudibi zonaya qumun Vd suyun g;J)m~si, qaldmc1 lift borulannda vd atqi 

X;Jttindd asfalten-qdtran- parafin i;okm;Jforinddn (AQP<;) V:J efac;:i da lay-quyu 

sisteminda yatagm uzun mi.idd;Jt istismarda olmasmdan kei;iriciliyin 

azalmas1d1r. Ona gor;J d;J bu mi.ir~kkdbld~mal:Jri aradan qald1rmaq i.icri.in yeni 

i.isullann i~lanmdsin:J boyi.ik ehtiyac vardtr. Bu i~ yeni i.isullann ekoloji 

cahatddn yararh v;, ucuz yerli xammahn tullant1s1 ~sasmda i~l~nm;Jsi daha 

faydah olar. 

isin magsadi. Uzun mi.idddt istismarada olan neft yataqlarmda lay-quyu 

sisteminda yaranan mi.ir;Jkbbla~m;JJ~rd qar~t yeni i.isul v:J texnologiyalarm 

i~ldnmasidir. 
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T3dgigatm asas masalalari 

• Lay-quyu sisternind:l ke~iriciliyin riyazi statistik iisullarla t:lyin 

edilm:lsi V:l onun b:lrpa edilm:lsi ii~i.in yeni kornpozisiyah t:lrkibin 

i~l:lnm:lsi 

• Qaldmc1 V:l qazlift borulannda AQP<;-y:l qar~1 boru daxilin:l ~:lkil:ln 

yeni kompozisiyah orti.ikl:lrin i~l:lnm:lsi 

• izolyasiya t:lmir i~l:lrinin apanlmas1 i.i~iin yeni t:lrkibli maqnezium 

:lsash sement m:lhlulunun i~l:lnm:lsi 

• Quyudibi zonaya yeni termokimy:lvi t:lsir iisulunun i~l:lnm:lsi 

• "Giind~li" yatagmda su il:l t:lsir apanlan X horizont V:l fasil:l lay 

d:lst:lsinin (FLD) neftin su il:l SlXl~dmlma xi.isusiyy:ltl;)rind gor:l 

~1xanla bil:ln neft ehtiyatmm t:lyini 

• Laym quyudibi sah:lsindd ddyi~ikldrin ba~ vermd s:lb;)b);irinin 

diaqnostikas1 i.isulunun i~l:lnm;)si. 

Qoyulmus masafaldrin halli iisullar1 

Yuxanda qeyd olunan m:ls:l);)):lr, riyazi-statistik i.isullann, laboratoriya 

~draitind:l apanlan t:lcri.ib:ll:lrin n;itic:ll;irinin t:ihlili, m;id;)n m;ilumatlanndan 

istifad:l etm:lkfo V;) apanlmI~ ffi;)d;in-smaq i~l;iri il:l oz t;)stiqini tapnu~d1r. 

Elmi yenilik 

• Ke<;:iriciliyin azalmasmm qar~1s1mn ahnmas1 v;i onun b;irpa 

olunmas1 i.i~i.in yeni kompozisiyah t:lrkib i~l:lnmi~dir 

• Qaldmc1 V;) qazlift borulannda AQP<;-yd qar~1 boru daxilin;i 

~:lkm;ik i.i~i.in yeni kompozisiyah orti.ik i~l;inmi~dir 

• izolyasiya-t:lmir i~l:lrinin apanlmas1 i.i~i.in yeni t;irkibli maqnezium 

:lsasli semcnt m;ihlulu i~l:lnmi~dir 

• Quyudibi zonaya yeni termokimy;ivi t:lsir i.isulu i~l:lnmi~dir 
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• "Gi.in;}~li" yatagt timsalmda neftin su ild s1x1~drnlma 

xi.isusiyydtldrind gord 91xanla bildn ncft ehtiyatmm t;}yin edilm;}si 

iisulu i~l;}nmi~dir 

• Quyudibi sahdsindd d;}yi~ikldrin ba~ vermd Sdbdbl;irinin 

diaqnostikas1 i.isulu i~ldnmi~dir 

Mtidafla olunan miiddaalar 

1. Ke9irici!iyin bdrpa olunmas1 i.i9iin yeni t;}rkib 

2. Qaldmct V;} qazlift borulannda AQP<;-yd qar~I qoruyucu orti.ik 

3. izolyasiya-t;"Jmir i~ldrinin apanlmas1 ti9tin yeni t;}rkibli maqnezium 

;}Sash sement mdhlulu 

4. Quyudibi zonaya yeni tcrrnokirnydvi t;}sir tisulu 

5. Neftin su ild SlXl~dmlma xtisusiyydtldrinJ gord 91xanla bildn neft 

ehtiyatmm t;}yin edilmdsi tisulu 

6. Quyudibi sahdsindd ddyi~ikldrin ba~ vermd sdbdbldrinin diaqnostikas1 

tisulu 

Tacriibi ahamiyyati va naticalarin tatbigi 

i~dd i~l:mmi~ yeni t;}rkibl3ri V3 i.isullan d;}niz neft91xarma 

mtidssisdldrinin lay-quyu sistemindd t:nbiq etm3kfa neft hasilaunm artmasma 

nail olunmu~dur. 

Gtin3~Ji yatagmda ke9iriciliyin azalmasm1 tnyiqin quyu tistti 

parametrl;}rddn V;} skin - effektd:m istifadd etmdkl3, quyunu saxlamadan 3-5% 

X;}ta ild ke9iriciliyi t3yin etrn3k olur ki, bu da Gtin;}~li yatag1 ti9tin 

hesablanaraq C;}dVJI ~3kilind3 rntiqayis31i verilrni~dir. 

Gtin3~Ji yatagmm 4 sayh DDO-nin 136 sayh quyusunda ke9iriciliyi 

bdrpa etrn3k i.i9i.in i~ldnmi~ yeni "NSA-1" reaqentinddn istifadd ed3r3k tdtbiq 

i~i apar1lrru~dir. Apanlan tddbir n;}tic3sindd 238 ton 3Jav:i neft almrru~ iqtisadi 

S3ffi;}f:l is;} 11787 manat t3~kil etmi~dir. 
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Qaldmc1 vd qazlift borulannda AQP<;-nin qar~1s1m almaq mdqsddi ild 

boru daxilin:l \dkilm:l i.i\tin i~ldnmi~ yeni kompozisiyah orti.ik N. Ndrimanov 

adma NQ<;i-nin 414 sayh quyusunda mtiv:lffaqiyydtl:l tdtbiq edilmi~dir. 

izolyasiya tdmir i~ldrinin apanlmas1 i.i\tin yeni t;}rkibli maqnezium ;}Sas!J 

sement mdlulu ii;, korpi.ini.in qoyulmas1 apanlacaq i~l;,rin texnologiyasmm 

sadaliyi v;J tadbirin apanlma mi.idd;Jtinin azalmas1 il;i sdciyyal;inir. 

Quyudibi zonaya yeni t;:irkibli termokimy;:ivi t;:isir i.isulunun t:ltbiqi 

n;:iticasindd gozl;:inildn neft art1mmm 10-15 % olmas1 naz;:ird;:i tutulur. 

Yuxanda qeyd olunan i~);Jm;:ilarin ti\UTI;} Az;:irbaycan Respublikas1 

patentl;:iri ahnrru~d1r. 

!sin aprobasiyas1. Dissertasiya i~inin ;:isas mtiddaalan m;:iruz;:i 

edilmi~dir: 

• L(.VlcKeHllepoe, P.Iia6aee, O.Ara.Ja.ae. Oue11Ka napaMeTpa nnacrn Ha 

octtoeaHHH CKHtt-3<P<PeKrn. MaTcpttaJihI MelK.llyttaponHoi1 ttay4HO­

npaKTH4eCKOH KOH<l>epem.1,11H «CoepeMeHHhie npo6neMhl Heqnera3oeoro 

KOMnneKca Ka.Jaxcrntta» - r. AKTay, 23-25 <Peepanb 2011 r., cTp. 382-387. 

• L(.11cKeH)lepoe, f.faMtt).J.oe, M.Iiai1paMoe. 0 enHJIHHH cocTOJIHHJI 

npwia6oi1Hoi1 JOHbI Ha Jle611T tte<PTJl!lbIX CKBa)f{HH. C6opHHK TPY.llOB 

«flpo6neMbl mrnoeau11011ttoro pa3BHTHJI tte<PTeraJOBOH HH.llYCTpHH». 4-JI 

Me:>Knyttapo.llHcut ttay<rno-npaKrn4ecKaJI Kott<PepeHUHJI, r. AnMaTbl, KiiTY, 

23-24 <PeepanJI 2012 r., cTp. 187-195. 

• L(.11CKeH1lepoe, B.WaM11noe, M.An11ee. 06 O.llHOM nonxo)le K 

)lH3rHOCTHpoeaHHIO He06XO)lHMOCTH npoee)leHHJI Meponpmrrni1 no 

HHTettcHcp11Kau1111 1l06bl4H Hecprn. 6-JI ATb1paycKaJI pernoHanbHcut 

HecpTeraJOBCUI TCXllH4eCKCUI KOHcpepeHUHR, r. ATblpay, 3-4 anpenJI 2012 r., 

CTp. ) 33-J 34. 

isin hacmi va struktutu. Dissertasiya i~i. giri~, ii\ fasil, natica v;:i 

taklifl;}rd;:in, istifad;:i olunan ;:id;:ibiyyat siyah1smdan v;:i ;:ilav;:il;:ird;:in ibar;:itdir. 
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i~in i.imumi h;)cmi ~;)kill;)r (22 ;)d;)d), C;)dvall;)r (25 ;)dad), ;)dJbiyyat siyah1s1 

(169 JdJd) VJ JlavJIJr istisna olmaqla 130 sJhifadJn ibarntdir. 

lsin d3rci. Dissertasiya movzusuna aid olan materiallar 14 elmi JSJrdJ 

c;ap olunmu~dur. 

i~iN QISA MaZMUNU 

Giri~d3 dissertasiya i~inin aktualhg1 Jsaslandmlnu~. Jsas mJsalJ]Jrin 

m~sadi forrnala~dmlnu~ vJ onun praktiki JhamiyyJti gostarilmi~dir. 

Dissertasiyanm birinc1 fasili. DJniz neft yataqlannm Jay-quyu 

sisteminda yaranan mtir;,kkJblJ~mJ]Jr haqqmda adJbiyyat icmalma hJsr 

olunmu~dur. 

Bu mi.irakkJbfa~mJlar Jayda neftin harJkJti zamam kec;iriciliyin 

azalmas1 ii;:, bagh, qaldmc1 VJ qazlift borularmda asfalten-q;:,tran-parafin 

c;oki.intilfarindJn (AQP~) yaranan milrakkabla~mal;:,rdir. 

Neft quyulanmn istismar prosesinda, mtixtalif sJb;:,bJ;:,rd;:,n onlann 

hasilatI azahr. Bu sababl;:,rd;)n qaz1ma, tamir vd perforasiya proseslarindJ 

quyudibi zonamn c;irkfanmasini, quyunun hidrodinamiki natamamhgm1, quyu 

stizgacinin qum t1xac1 ila tutulmasmm va s. gostarrnJk olar. Gostarifan 

sJbJblari mi.iayyan etm;:,k i.ic;tin mi.ixt;:,Jif tadqiqatc;1Jarm bu sahdda apard1gi 

i~lar tahlil edifar;:,k beld naticaya g;:,lmak olar ki, hamin tadqiqatlar apar1Jark;:,n 

quyulann dayandrnlmas1 tal;:,b olunur. Bu da hamin i~J;)rin apanlmas1 i.ic;iln 

c;ox vaxt aparrr ki, bunun n;:,ticasind;:, hasilatm azalmasma va x;:,rcfarin 

artmasma sabab olur. Odur ki, istismar quyulannda hasilatm azalmas1 

sab;:,bldrini oyranmay;:, imkan veran tisul VJ yana~malann mi.i;:,yy:m edilmJsi 

zaruriyyati yaramr. 

Neft~1xarrnada yaranan Jsas mi.ir;:,kkJbl;:,~mJlardan biri dJ qaldmc1 VJ 

lift borulannda parafinin c;okmJsidir. Bu mtirJkkJbld~mal;)rdJn yaranan 
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<;;)tinlikldri aradan qaldtnnaq ii<;iin t~qiqat<;tlarm t;)klif etdiyi yiizl;)r);) 

miixtdlif i.isullann olmasma baxmayaraq, bu mdsdld dd hdldlik tam hdllini 

tapmam1~dtr. Bu ffi;)S;));)nin hdlli ii<;i.in u<; istiqam;)tdd ydni kimydvi, fiziki V;) 

istilik sahdsindd apartlan t;)dqiqat i~ldri ild yana~1 son zamanlar borularm 

daxilin;) yeni kompozisiyah orti.ikfarin fY;)ki}ffi;)Si Sah;)Sind;) d;) t;)dqiqatlar 

apanhr. Bu t;)dqiqat i~l;)ri barddd dissertasiya i~indd ID;))umat verilir V;) hdmin 

t;)dqiqat i~);)rind:i <;att~mayan C;)h;)t);)r qeyd edildrdk bu sah~d da i~l;}rin 

davam etdirilmdsinin labi.id oldugu gost;::>rilir. Yuxanda gostarilan mas;)lal~rin 

h;}lli i.i<;i.in laz1m olan riyazi i.isullar V;} mi.ixtdlif t;)sir i.isullanmn i~lanm;)si 

dissertasiya i~inin ikinci fasilind;} oz aksini tapIDl~drr. 

ikinci fasilda lay-quyu sistemind;} yaranan mi.ir;}kk;)b]a~m;:,lard qar~1 

yeni i.isullarm i~lanm;)sina baxtlm1~d1r. 

Lay-quyu sistemind;} neftin har;)btind aks tasiri d;)f etm;)k i.ic;tin, tisulun 

i~ldnm;)sind baxaq. Bu mdqsadfa "Gi.in;)~li" yatagmda faaliyy;)tda olan quyu 

fondu i.izrd ffi;)d;)n V;) quyudibi zonas1 ke<;iriciliyin;) dair malumatlar 

toplanaraq tahlil edilmi~dir. Bu tahlil bir qrup quyularda hasilatm azalmas1 

S;)bablari, quyulann tadqiqat materiallari va skin-effekti amili asasmda 

oyranil;}rak alman natic;)};)r miiqayisd edilmi~dir. 

M;}Jumdur ki, mdddn ~;)raitindd quyularda apanlan hidrodinarnik 

t~qiqat i~);)rinin O;)tic;)};)rind;)n istifad;} edilarak quyulann ke<;iriciliyi t;)yin 

edilir. Bu i~};}rin goriilmasi ii<;iin quyular dayandmlaraq t;}zyiqin bdrpa dyrildri 

<;1xarilmahdtr. Bunada olduqca <;ox vaxt S;)rf edildiyi aydmd1r. Ona gord da 

quyulan dayandJrmadan quyu dibinin cari vaziyyati V;} kec;iriciliyi skin-effekti 

amilina gora tayin edilmasinin daha maqsddd uygun oldugu dissertasiya i~indd 

gost;)rilir. Hidrodinamik V;) skin-effekti arnilinddn istifadd ed;)f;)k t;)yin 

olunmu~ keciricikldr aras1'1da farq 3-5%-dan art1q olmad1gmdan sonuncunun 

fl;) q~ar sam;)r;}li oldugunu soyl;}m;)y;} ehtiyac qalffilr. Ona gar;) dd 

m~dn<;ildra ke<;iriciliyin qiym;)t!andirilmasini skin-effekti amilind;}n istifada 
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ed;)f;}k L;)yin edilmdsi t;)klif olunmu~dur. Bununla yana~1 azalnu~ ke~iriciliyi 

bdrpa etm;}k ti~tin t;}dqiqat i~];)rinin apanlmasmm nd qdddr vacib olmas1 

aydmd1r. 

Quyudibi zonanm (QDZ) ke<;iriciliyini bdrpa etmdk V;) <;1xanlan 

ffi;)hsulun verimini artirmaq ti<;tin mtixt;)]if t;)sir tisullan t;)tbiq edilir. Bu t;)sirin 

S;)ffi;)f;)li olmas1 xeyli ddrdcddd onun apanlma texnologiyasmdan as1hd1r. 

QDZ-yd t;)Sir texnologiyas1 el;) se~ilmdlidir ki, QDZ-nin ke<;iriciliyi mtimktin 

qdddr <;ox bdrpa edilsin V;) layda stiztilm;} sah;)si artsm. Bu m;)qsddld 

laboratoriya ~draitindd iqtisadi C;}h;}td;}n ucuz ba~a gdldn, respublikada istehsal 

olunan reagent ;}Sasmda t;)dqiqat i~i apanlaraq, yeni t;}rkibli kompozisiya 

i~ldnmi~dir. Yeni tdrkibli maye kompozisiya laboratoriya ~draitind;;i 

hazlflanaraq, komponentldrin optimal miqdar1 t;)crtibd yolu ild t;)yin edilmi~. 

lay modelindd S;)ffi;}r;)Jiliyi yoxnahlm1~d1r. Apanlnu~ laboratoriya 

t;)dqiqatlanmn n;,tic;}sin;} ;)SaS;}n yeni i~ldnmi~ neft s1X1~dmc1 agent (NSA-1) 

reagentinin hdlledicidd 0,05%-li mdhlulu t;}klif edilir. "NSA-1" kompozisiyas1 

t;)rkibindd mtixt;}lif funksional qruplar (sulfa, ammonium V;) s.) saxlayan 

s:>thi-aktiv madd:>ldrin (SAM) mti:>yy:m nisb;)tind;) gottirtilmti~ sinergetik 

qar1~1qlar ;)Sasmda haz1Tlanm1~dIT. Bu reagent suda v:> su-neft fazalannda 

yax~1 hdll olur, ytiksdk dayanaqltqh, koptik ;)ffi;)I;) g;)tirmd qabiliyydtind 

malikdir. 

Qaldmc1, qazlift borulannda V;) atq1 sistemindd yaranan 

mtir;)kkdbld~ffi;)l:>rd:>n biri AQP<;:-yd qar~1 yeni tisulun i~fanmdsidir. Bununla 

bagh maya d;)y;}ri UCUZ V;} ekoJogiyaya ffi;)Dfi t:>sir gost;)fffi;}Y;)Il Orttik 

kompozisiyasmrn ahnmas1 istiqam;)tind;) laboratoriya ~;}ra.itind:> t;)dqiqat i~ldri 

apanlm1~dlf. ilk novbddd respublikanuzda istehsal olunan reagentklr ;)Sasmda 

kompozisiyalar haz1rlanaraq onlarm xass:>l;)ri oyrdnilmi~dir. Orttik 

kompozisiyalan poliefir qdtram ;}Sasmda almnu~d1r. Onlardan bir qismi kub 

qahgmm, digdri is;) maye ~ti~dnin i~tirak1 ii;) hazirlamr. Hazirlanan 
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kompozisiyanm niimun;)l;:iri metal borucuqlann sJthin;) ~JkilJrJk onlarm otaq 

temperaturunda bJrkimJ prosesi oyrJnilmi~dir. Bu bJrkimJ prosesi 12 saatdan 

sonra ba~a ~atir. Qoruyucu ortiik yiiksJk fiziki mexaniki gostJricilJrJ, elJcJ dJ 

neftJ VJ tur~ miihitJ qar~1 kimyJvi davamhga malikdir. Ahnm1~ parafin 

~okmJsinJ qar~l miihafizJ ortiiyiin komponent]Jrinin optimal tJrkibi ktitlJ 

faizi ilJ a~ag1dak1 kirnidir: Natrium Jsash maye ~ii~J - 85,0, poliefir qatram 

(laprol 3003) -12,0, Iateks BC-50 - 3,0. 

Bu yeni kompozisiyah tJrkibin movcud tJrkiblJrdJn i;ox boyilk 

iistiinliikfari vard1r. HJrnin iisti.inliikfar cJdvJl ~JkilindJ dissertasiyada 

verilmi~dir. 

Laydan quyuya neft-su qan~1gmm sJmJrJli hJrJkJtini tJmin etmJk ii<;iin 

"GiinJ~li" yatagmda X horizont VJ fasilJ lay dJstJsinin (FLO) i~IJnmJsinin 

cari vniyyJti VJ prespektivliyi sahJsindJ apanlan lJhlillJr nJticJsindJ 

a~ag1dak1 tJdbirlJrin gortilmJsi tovsiyJ olunmu~dur. FLO vJ X horizontda 

yiiksJk qaz arnili ilJ i~layan quyularda tJnzimlam;i tadbir]Jri aparmaqla lay 

enerjisinin tiibnmasinin qar~1s1 almmali, FLO obyektinJ yatagm cJnub 

zonasmdan vurulan suyun miqdarmm iimurni miqdarm 70%-ni ta~kil etmasina 

baxmayaraq, bu obyekt - zonada prosesin avvalinda suvurma amsahmn 

(0,266) artmlmas1 tadbirlJri apanlmahdir. istismar obyeklerina vurulacaq 

suyun cJbha yaratmas1 maqsJdi i!J FLO. obyektina 4, FLOu-YJ 11 quyunun 

har birina orta hesabla giindalik 750 m3 
, X horizonta isa 6 vurucu quyunun 

bar birina giindJ!ik 400 m3 su vurulmas1 taklif olunmu~dur ki, bunun 

n;iticJsind;i da baxilan obyektlJrdJ neft-su axmunm sJmaraliliyi artm1~ 

olacaqdtr. Neftin su ilJ sixi~dmlma xtisusiyyJtlJrinJ gorJ ~1xanla bil:in neft 

ehtiyyatmm tJyini kirni m;)s;i]J dJ, bu fasild;'.l oz ;'.lksini tapmJ~d1r. Suvurma il:i 

nefti;1xarma prosesinin intensivl:l~dirilmasi zamam quyu mJhsulunun 

sula~mas1 t:ibii VJ labiiddiir. 



II 

Yatagm istismannm d;;iyi~m'Jyan sisteminda neftin 91xanlmas1 emprik 

iisulla proqnozla~dmhr. Bu bax1mdan <;:;;,tin <;:1xanla bilan neft ehtiyatm1 tayin 

edan m;;ilum va etibarh iisullardan biri kimi, illik rentabellik h;;iddinda yatagm 

istismar miiddatini mahdudla~dirmaqla t;;ikmilla~dirilm'Jsi t;;iklif olunur. 

Quyunun sula~ma xarakterini t:iyr'Jnmakl;;i onun QDZ ke<;:m;;isi yolunu 

miiayyan dar;;ic'Jda a~kar etm;;ik olar. Bu maqs;;idla Balaxam-Sabun<;:u-Ramam 

yatag1m III hozrizontunda neft hasilall dinamikas1 gt:ist;;irilir. Hasil edil;;in 

suyun <;:oxalmas1 quyuya kanar sularm daxil olmas1 ila izah olunur. Neft 

mahsulunun sula~ma xarakteristikas1 hasil edil;;in m;;ihsulun iimumi hacmind;;i 

zaman ke<;:dikc;;i neftin miqdanmn azalmasm1 gt:ist;;irir. Neft hasilatmm azalma 

xarakteri sula~manm n;;itic;;isi olub, laym ke<;:iriciliyina gt:ira qeyri-bircinsliliyi, 

neft V'J suyun t:izliiltikl;;iri nisb;;iti va Iaym geoloji qurulu~u il;;i 

miiayyanla~dirilir. Quyularm sula~ma dinamikasma ;;isaslanan bu yana~ma 

mi.ixt;;ilif sula~ma dar;;icasind;;i neft hasilatmm azalma xarakterini izah etm;;iy;:i 

imkan verir. 

Neft yataqlannm siini sur'Jtd;:i sula~mas1 zamam bela bir sual ortaya 

91xir: sula~mam na vaxt dayandmnaq laz1mdu - yatagm i~J;:inm;:isinin sonunda 

yoxsa ondan ;ivval? 8sas;in neft ehtiyatm1 laydan 91xard1qda lay t;izyiqi 

doyma tazyiqindan a~ag1 oldugu, layda qazla~ma ba~ verdiyi hallarda 

sula~mam saxlamaq texnoloji cahatdan maslahatdir, 9iinki yiiksak daracada 

sula~ffil~ m;ihsulun a~ag1 lay tazyiqinda 91xanlmas1 9ox <;:atindir. Bu qeyd 

olunanlarla yana~1 a~ag1dak1 masal;:ifar da dissertasiya i~inda oz hallini 

tapm1~d1r. tzolyasiya-tamir i~larinin apanlmas1 U<;:i.in yeni tarkibli maqnezium 

asash sement mahlulu ila i~lanmasi va fontan quyularmda sement korpi.isi.iniin 

yarad1lmas1, quyudibi sah;;isinin yeni t;irkibli termokimyavi i.isulla i~lanrnasi, 

yUks;:ik t:izltili.ikli.i sula~ffil~ neftlarin naqlini asanla~dmnaq ii<;:iin yeni tarkibin 

i~fanmasi va neft hasilatmm intensivla~dirilmasi tadbirlarinin apar1Imas1 

zaruriyyatinin dioqnostik yana~ma i.isulu ifa miiayyanla~dinnasina baxilnu~d1r. 
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_Maqnezium ::isash m::ihlulunun ::isas tisti.inltiyti, h::imin materiahn 20% 

xlorid tur:;;usunda 3 saat mtidd::itind::i h::ill olunmas1dir. Bu da gost::iril::in i:;;l::ird::i 

n::i q::id::ir s::im::ir::ili olmasmdan x::ib::ir verir. i:;;l::inmi~ yeni maqnezium ::isash 

scment m::ihlulunun ki.itl::i faizi il::i miqdan ~ag1dak1 kimidir: maqnezium 

heksohidrat (bi:;;ofit) - 50,9; maqnezium oksid - 20,0; agac bp::iyi - 0,9 ; KMS 

- 0,9 v::i su (d::iniz, texniki) - 27,3. Bu t::irkib gi:ivd::isind::i 62° C-d::in 75° C-::i 

q::id::ir temperaturu olan quyularda mi:ihk::im araqatl v::i etibarh korpi.ini.in 

qoyulmas1 ti<;tin tam yararhd1r. 

Fontan quyularmda sement ki:irpi.istini.in qoyulmas1 texnoloji prosesinin 

n::iz::iriy::isi, t;:icrtib;:id;:i ::isash t::imird::i olan quyularda, bu proses;:, m::infi t::isir 

cd::in gil m::ihlulu parametrl::irinin t::inzimfanm::isi il::i ortaya <;1xan <;::itinlikfar, 

n::itic::id::i sement korptistintin yaranmamasma s::ib::ib olmas1 gi:ist::irilir. Bundan 

ba:;;qa sementl::iyici borularda ::iks klapan v::i onun a<;1lmas1 ti<;tin istifad::i edil::in 

vintli ba:;;ltq t::irtib etm::ikfa v::i basq1 mayesinin t::irkibini d::iyi:;;m::ikl::i, 

t;:ikmill::i~mi~ xiisusi texnologiya il::i sement korptistintin yaranmas1 i.isuluna 

bax1lrm~d1r. 

"28 May" NQ<;i-d;:i bir ne<;e d::ifa apanlrru~ sementl::im::i i~i ugursuzluqla 

n::itic::ihmdikd::in sonra qeyd olunan i.isulla sementl::im::i i~i apanlrru:;; v::i mi.isb::it 

n::itic::i almm1~d1r. Hal-hazuda sementl;:im::i i~l;:irind::i bu i.isuldan geni~ istifad::i 

edilir. 

Laym quyudibi sah::isinin yeni t::irkibli termokimy::ivi i.isulla i~l::inm::isind::i 

m::iqs::id laym quyudibi sah::isind::i aynlrru~ istiliyi mi.i::iyy::in mtidd;:it saxlamaqla 

t::isir ::ihat::isini geni~l::indirm::ik, reaksiya m::ihsullannm neytral mtihit ::im::il::i 

g::itirm::isin::i nail olmaqla <;oktintii ::im;:il::i g::ilm::im::isini t::imin etm::ik, istilik 

da~1y1c1 agentin h::ill olunma qabiliyy::itini artumaqdlf. Osulun m::igzi laym 

quyuclibi sah::isin::i dvv::ilcJ ktiktirdiin aromatik karbohidrogenl::i 1 %-Ji 

suspenziyasmm ardmca eyni zamanda ortofosfor tur~usu v::i natrium 

hidrooksid m::ihlullannm 111,2 h::icm::i gor::i nisbdtind::i vurulmas1 ilJ h::ill 
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olunur. Ki.iki.irdi.in aromatik karbohidrogenli suspenziyas1 v;i reak.siya 

m;ihsullanndan ibar;it mi.ihitd;i eqzotermik reaksiya n;itic;isind;i aynlan istilik 

AQP(>nin si.ixurlann s;ithind;in t;imizl;inm;isi, neftin ozli.ili.iyi.ini.in azald1lmas1, 

dayanaqlt emulsiyalann parc;alanmas1 v;i QDZ-d;i t;isirin ni.ifuz etmJ 

d;irinliyinin artmas1 i.i<;i.in ~;irait yaradtr. T;iklif olunan QDZ-y;i yeni t;irkibli 

kimy;ivi i.isulun iqdisadi s;im;ir;isi neftin quyuya axmma qar~1 mi.iqavim;iti 

azaltmaqla ;ilav;i hasil olunan neft hesabma yaramr. 

Neft hasilatmm intensivl;i~dirilm;isi t;idbirl;irinin apar1lmas1 zJruriyy;iti 

diaqnostik yana~ma i.isulu il;i t;iyin edilmi~dir. T;iklif edil;in diaqnostik 

yana~mada cvoli.ision tipli modeld;in istifad;i edilib. Eksponent tipli evoli.ision 

model bir s;iciyy;ivi olan vaxt parametrl;irind;in as1h olan prosesl;iri yax~t 

approksimasiya edir. N;iz;ir;i ahnsa ki, neft yataqlannm i~l;inm;isind;i v;i 

quyudibi sah;isind;iki prosesl;ir i.i<;i.in bir ne<;;i parametr s;iciyy;ividir, bu halda 

<;ox eksponentli approksimasiya as11tgmdan istifad;i edilm;isi t::iklif olunur. 

S::iciyy::ivi vaxt parametrl;iri is;i Teyl meyar1 il;i t::iyin edilmi~dir. 

U~tincti fasil isl::inmi~ i.isullann ARONS-nm mi.i;issis;il::irind;i t;itbiqi v::i 

n::itic::il::irin qiym;itldndirilm::isind;in ibar;itdir. i~l::inmi~ i.isullarm t::itbiqi i.i<;i.in 

mtiasir riyazi statistik i.isullardan istifad::i ed;ir::ik quyular se<;ilmi~dir v;i h::imin 

quyularda ke<;iriciliyin b;irpa edilm::isi i.i<;i.in i~ldnmi~ "NSA-1" reagenti, 

"Gi.in::i~li" yatagmm 4-ci.i DDO-ni.in 136 saylt quyusunda t;itbiq edilmi~dir. 

T::itbiqd::in sonra quyunun ke<;iriciliyi b::irpa olunmu~ v::i gi.ind::ilik hasilat 4-5 

m3 artnu~dtr. Bel::ilikl;i bu t::itbiqd::in altnan ::ilav::i neft 238 ton olmu~dur. 

Qaldmc1 v;i qazlift borulannda AQP<;-y;i qar~1. boru daxilin::i <;::ikmJk i.i<;i.in 

i~l:mmi~ yeni t::irkibli orti.ik N.N::irimanov adma NQ<;i-nin 414 sayh 

quyusunda smaqdan ke<;irilmi~ v;i komissiyanm mi.isb::it r;iy aktt ahnmt~dir. 

izolyasiya-t;imir i~l::iri i.i<;i.in i~l::inmi~ maqnezium ::isash sement m::ihlulu 

is::i H.Z.Tag1yev adrna NQ<;i-nin Ma~taga-Buzovna sah::isinin 1363 saylt 

quyusunda smaqdan ke<;irilmi~ v::i komissiyanm verdiyi aktda h::imin t::irkibd::in 
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izolyasiya-t;:imir i~l;:iri aparmaq v;:i yuxan horizontlara ke\m;:ik i.ic;iin korpi.il;:irin 

qoyulmasmda istifad;:i edilm;:isinin s;:im;:ir;:ililiyi qeyd olunaraq bu i.isuldan 

geni~ istifad;:i edilmdsi tdklif olunmu~dur. 

aSAS NaTtca va TaKLiFUlR 

1. Lay-quyu sistemind;:i ke\iriciliyin azalmasmm riyazi statistik i.isulla 

tdyin edilmdsi V;) onun b;:irpa edilmasi i.ic;i.in yeni kompozisiyah t;)r~ib 

i~l;:inrni~dir. Bu yeni kompzisiyah (ki.itl;:i %-i il;:i: karbohidrogen-q;:ildvi 

tullant1s1 - 60+65; neytralla~dmlm1~ qudronun suda m;)hlulu - 30+35; 

poliakrilarnid - 5) t;;)rkib "Gi.in;:i~Ji" yatagmm DD0-4 dd yer);;)~;:in 136 sayh 

quyusunda tatbiq edildr;:ik 238 ton ;:ilav;:i neft v;:i iqtisadi s;:im;:ir;;) 11787 manat 

;;))dd edihni~dir. 

T;:irkibd Az;:irbaycan Respublikasmm patenti almm1~dir. 

2. Qaldmc1 v;:i qazlift borularmda AQPc;-y;:i qar~1 boru daxilin;:i c;;:ikm;:ik 

i.i\i.in [kiitl;:i faizi il;:i - Natrium ;;)sash maye ~i.i~;:i - 85,0, poliefir qatram (laprol 

3003) - 12,0 , Iateks BC-50 - 3,0) yeni t;:irkibli orti.ik i~l;:inmi~dir. Bu t;}rkib 

N.N;:irimanov adma NQ<;i-nin 414 sayh quyusunda ugurla t;:itbiq edilmi~dir. 

T;:irkib;:i Az;:irbaycan Respublikasmm patenti almmI~d1r. 

3. izolyasiya-t;:imir i~J;Jrinin apanlmas1 i.i\i.in (ki.itl;:i faizi il;:i - maqnezium 

heksohidrat (bi~ofit) - 50,9; maqnezium oksid- 20,0; agac k;:ip;:iyi - 0,9; KMS -

0,9 v~ su (d;:iniz, texniki) - 7,3) yeni t;:irkibli maqnezium ;;)Sash sement m;:ihlulu 

v;:i fontan quyulannda sement korpi.isi.iniin yarad1lmas1 i.isulu i~l;:inmi~dir. 

4. QDZ-ya yeni t;:irkibli termokimy;:ivi t;:isir i.isulu i~l;:inmi~dir ki, bu da 

termodinamik prosesl;;)ri ndzdrd almaqla, istiliyin aynlmas1 il;:i mi.i~ay;:it edilir 

ki, bunun fl;;)tic;:isind;:i termokimy;:ivi iisulun S;;)m;:ir;:ililiyinin yiiks~ldilm;:isi ;;))d;:i 

olunur. 

Dsula Az;:irbaycan Respublikasmm patenti almmI~dir. 
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5. Su ifo t;}sir apanlan "Giin;}~li" yatag1mn quyulannda cari v;niyy;}t 

ara~dmlaraq onun perspektivliyi mti;}yy;}n);,~dirilmi~. neftin su ii;} 

s1x1~dmlmaq xiisusiyy;}tl;}rin;} gor;} <;1xanla bil;Jn neft chtiyatlan t;}yin 

edilmi~dir. 

6. Neft hasilatmm intensivl;}~dirilm;}si t;}dbirl;,rinin apanlmast 

z;}ruriyy;}tinin diaqnostik yana~ma iisulu il;} t;}yin edilm;}si i~l::mmi~dir. 
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